Valve Grinding Machine
Model: VG100
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This product is TUV SUD - tested and
has already gained CE certificate

Six-Ball, Air-Operated Self-Aligning Chuck Coolant Nozzle

Variable Valve Rotation Speed LED Light

Control Panel Valve Face Grinding Wheel

Lubriating Oil Cup Control Panel

Grinding Wheel Travel Stop

Valve Surface Speed Chart

Coolant Nozzle

Handle for AnglegSuivel Plate, e
StemvButt End Grinding

and Chamfering Device

Valve Angle Swivel Plate

. Butt Grinding Wheel
Electric Port

Air Pipe Port

Solid Cast Iron Construction
There is a cooling tank 5L in
the bed

Fine Feed Handle

Air-Operated Switch Stroking Handle

Coolant Guard MPS Main Power Switch

Tools Cabinet with Coolant Tank 20 L Diamond Dresser

Optional Coolant Tank 20L

Video Online

Valve Grinding Machine Model: VG100 series can complete following work in five minutes: Clamping of valve stem and keep high accuracy
positioning at the moment; Precision grinding of the conical surface of valve, roundness can be achieved 0.005 mm, finish can be achieved
Ra0.32. The whole process is simple and perfect, very easy to use the machine, do not need specialist training, you can do that perfect work,
depended on the 2x3 ball high precision pneumatic chuck. The VG100 series is new standards in speed and accuracy for valve grinding.

Specifications

Model VG100 V G100A
Type of Drive System Air / Electric

Valve Stem Diameter Range with Chuck 4.5 -14 mm

Valve Stem Length Range with Chuck 54 — 260 mm

Valve Head Diameter Range 20-102 mm

Valve Total Length Range 90 - 3156 mm

Valve Head Grinding Angle 16 -B65°

Valve Stem Butt Grinding Angle 0°and 45°

Valve Head Grinding Wheel Diameter 178 mm

Valve Stem Butt Grinding Wheel Diameter 76 mm

Valve & Butt Grinding Wheel Speed 3500 rpm at 50 Hz ; 4200 rom at 60 Hz
Chuck Rotation Speed 50— 230 rpm

Working Accuracy <0.015 mm ( 0,0068") <0.005 mm ( 0.0002")
Coolant Capacity 3 Liter

Required Rated Air Pressure 6 Bar/ 85 PSl

Power of Grinding Wheel Motor 0.37 kKW

Power of Chuck Rotation Motor 0.09 kW

Overall Dimension of Machine 945x650x430 mm

Overall Dimension of Tools Cabinet 700x380x810 mm

Package Size of Machine 930x710x690 mm

Package Size of Tools Cabinet 850x550x1070 mm

N.W. of Machine 130 Kg

G.W. of Machine 160 Kg

N.W. of Tools Cabinet 50Kg

G.W. of Tools Cabinet 70Kg

* All technical data and photos are subject to change due to designing without notice.

Centerline System is the only way to correct and align valve faces to that portion of the valve stem operating in the guide. Unless a valve is
scientifically aligned, the valve face will be ground eccentric to its true center. A new valve is true and mechanically accurate in all its proportions.
The valve face and stem are concentric with the same centerline.

Warping occurs only in that part of the valve that is subject to extreme heat — the portion above the guide and in the valve head. To correct a warped
valve so it will function properly when replaced in the engine, the valve face must be restored to concentricity with the portion of the stem that
operates in the guide. The Centerline System assures this alignment and accuracy.



Six-Ball, Air-Operated Self-Aligning Precision Chuck

Clamping Accuacy
VG100 <0.015mm
VG100A <0.005mm

3D Perspective View

Features

. Air — operated, Six — Ball chuck design for perfect alignment and grinding, only five minutes from the clamping to finish grinding, and
can get a very good roundness and finish.

. Variable valve speed allows the operator to adjust surface speed when working with different size of valves

High accuracy dovetail guide of grinding wheel moving, manual scraping to reach super smooth, it can effectively absorb vibration.

. Valve steam depth stop is a practical device, especially when you need to process several of the same valves, and allow valves to
ground to the exact same length.

. Casting iron base reduce the vibration, sturdy and durable.

Centralized lubricating system to avoid the cumbersome manual multi — point add oil.

The valve head grinding wheel and the valve steam grinding wheel are equipped with diamond dresser, very convenient dressing of

grinding wheel.

8. The optional tools cabinet has a extra 2 liters coolant tank, of course, there is enough space you can change more bigger coolant tank,

if you want to more coolant water.

9. The V rest of Stem/Butt End Grinding device allows all valves in a set to be ground to the same distance from valve seat to stem end -

essential for overhead camshaft type cylinder heads. Exact amount of material removed from the stem end can be measured with the

micrometer adjustment system.

rON o

No o

Centralization Lubrication Centralization Lubrication Separate Cooling System
of Fixture System of Grinding Wheel System

Fine Feed Handle

Grinding Wheel Travel Stop Valve Stem Clamping Depth Stop

Air Pipe Port & Electric Port Valve Angle Swivel Plate
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SIMC MACHINE TOOLS

Accessories

Grinding Fluid 4L

Tools Cabinet with 20L
Coolant Tank

Vane Cooling Pump

Diamond Dresser

Wheel Balance Stand Grinding Wheel Flange Butt Grinding Wheel Valve Face Grinding Wheel
with Balance Arbor
-
Table of Standard Acc. and Optional Acc.
Model Standard Optional
VG100 / VG100A 1, & 4, 6 7 8 2,5
Required Space
Max 945 mm Max 650 mm

1260 mm

www.sjmemfg.com

. +86 21 535660166
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ZERTIFIKAT ¢ CERTIFICATE ¢

A1/04.11

Fax : +86 21 63805455

VALVE REFACER

Product Service

Attestation of Conformity
No. MB8A 13 05 84841 001

Holder of Certificate: SJMC MACHINE TOOLS CO., LTD.

16/F, Jincheng House, No. 511 Tianmu West Road
200070 Shanghai
PEOPLE'S REPUBLIC OF CHINA

Product: Metal working and finishing machines

Valve Grinding machine

Model(s): VG100, VG100A

Parameters: Rated voltage: 230V AC
Frequency: 50 Hz

Current: 23A

Tested according to:  En 13218/A1:2008

EN 60204-1/A1:2009

This Attestation of Conformity is issued on a voluntary basis according to Council Directive
2006/42/EC relating to machinery. It confirms that the listed equipment (not Annex IV equipment)
complies with the principal protection requirements of the directive. It refers only to the sample
submitted to TUV SUD Product Service GmbH for testing and certification. See also notes
overleaf.

Test report no.: 705201336001-00

Valid until: 2018-06-20

Date, 2013-06-21 ( Zhisong Chen )

declaration of conformity the required CE marking can be affixed on the product.

c € After preparation of the necessary technical documentation as well as the EC
Other relevant directives have to be observed.
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