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g Length of Machine 2200 mm
E Width of Machine 1080 mm
m Max. Height of Machine 2250 mm
c Min. Height of Machine 2100 mm
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SIMC MACHINE TOOLS SURFACING MACHINE

CBN Milling Insert i
Fea’”ras iling Inse Tools Holder for Surfacing Cutterhead( ¢ 400mm or 500mm)

A

Triangular Inserts

1. Spindle motor, traverse motor and downfeed motor are controlled by EasyTouch 3 Axis system with easy operation to stepless
speed variation

2. ABB High performance spindle motor, High torque output smoothly without vibration, the traverse and downfeed uses servo motor ‘ A
with high precision ball screws, and the downteed moving is also equipped DRO. & linear scale tor grinding/milling feed. =

3. The top slider guideway is designed with plastic-coated guide rails, providing good vibration absorption, strong wear resistance and
high precision. s

4. Spindle sleeve is chrome plated and ground, with a shining and rust-proof surface, and improve the full rigidity of spindle.

5. Integrated electric control modules, No — spark contacts, with safe and reliability. Full safety cover for noise - suppression and dust
— proofing.

6. Separated circuits of water and electric, with safe and reliability, as well as chain sleeve for protection

7. Regardless of the height of the item to be ground the machine has the same rigidity of the grinding head, always giving you the best
and fastest grinding resullt.

8. Regardless of the height of the item to be ground the grinding process always takes place below eye height and easily in sight and
reach of the operator

9. The MG-1400B design makes the machine take up 40~45% less space than other surface grinding machines with the same
capacity.

V-block Setting-up Fixture Extra Special Mini Jack for Cylinder Head

Accessaries

Setting-up Blocks Pairs Wheel Balance Stand and Grinding Head ¢ 400mm

Table of Standard Acc. and Optional Acc.

Model Standard Optional

MG-1400B i, & & 4, & @, 7, @ @ i 11, 12, 18
A. setting-up blocks: 1050mmx120mm
B. setting-up blocks :600mmx130mm Optional Grinding Head ¢ 500 mm
C. setting-up blocks :600mmx160mm Roquirod spaco

D. setting-up blocks :600mmx200mm

Grinding Segments, One set Total 12 piece Diamond Dresser Down Feed DRO.

0.005mm
CBN Insert for Iron Casting PCD Insert for Aluminium Tools Holder for Circular
Inserts
$ 9.525x3.18 mm $ 9.525x3.18 mm
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